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Abstract. None of the research found in the literature investigates and optimizes the subtractive rapid 

prototyping process parameters in order to fabricate polycarbonate material. This research is 

conducted to optimize the subtractive rapid prototyping process parameters of polycarbonate material 

in order to achieve the maximum material rate removal without exceeding the dimensional error 

value of 1 mm, similar to the result of additive manufacturing. The response surface methodology is 

implemented in this research to optimized three process parameters, which are feed rate, step-over, 

and depth of cut. Two responses investigated in this research are material rate removal and 

dimensional error. The response optimizer is used to optimize the responses. The result shows that 

optimum material removal rate and dimensional error that can be achieved is 2.494 mm
3
/s and 0.97 

mm respectively. A confirmation test experiment has been conducted to verify the optimization 

result. 

Introduction 

Polycarbonate material is a strong, tough, and transparent thermoplastic material that is used in 

various applications such as construction materials, automotive components, and tooling. Recently, 

its application is expanded for medical applications specifically for prosthetic products. Most of the 

prosthetic products are complex and customized for each patient. As a result, the feasible process to 

fabricate the product is by using rapid prototyping. Rapid prototyping is fast and automatic three 

dimensions physical modeling that uses computer aided design model as the input. Two methods in 

rapid prototyping are subtractive and additive rapid prototyping. Each of the method has their own 

advantages and disadvantages. Subtractive rapid prototyping method implements milling process to 

cut the raw material with tool that rotates in very high speed or high speed milling to produce the part. 

According to Toh, high speed milling refers to milling process with 10 mm tool diameter that is 

rotated in 10.000 rpm [1]. Meanwhile, in the additive rapid prototyping method, the part is made by 

depositing materials layer by layer to build the shape of the part as explained by Islam, et, al. [2]. For 

a certain type of prosthetic products, the subtractive rapid prototyping is preferable to be 

implemented. The subtractive rapid prototyping is typically suitable to produce polycarbonate parts 

that require a specific surface roughness and dimensional accuracy. Therefore, the optimisation of 

subtractive rapid prototyping process parameters in fabricating polycarbonate materials is considered 

as a significant problem and needs to be tackled.  

Literature Review  

The main purpose of subtractive rapid prototyping is to achieve the required minimum surface 

roughness and dimensional error in the maximum material rate removal. Therefore, it is important to 

investigate the influence of the process parameters of subtractive rapid prototyping to the surface 

roughness, the dimensional error, and the material removal rate. In addition, it is also important to 

optimize the process parameters of subtractive rapid prototyping. This paper only describes the 



 

optimisation of subtractive rapid prototyping processes to achieve the maximum material removal 

rate and the minimum dimensional error. 

Based on the literature, Nieminem, I., et. al. investigated the possibility to use subtractive rapid 

prototyping or high speed milling to fabricate a thin fin of polycarbonate material by changing the 

depth of cut and step-over [3]. However, Nieminem, I., et. al. did not investigate the influence of 

these parameters on the surface roughness and the dimensional error of the polycarbonate material [3]. 

Then, this research conducts a literature review on the influence of high speed milling process 

parameters on metal materials. In addition, studies by Albertí, M., et. al., Vivancos, J., Urbanski, J.P., 

Oktem, H., et al., The, J.S., et. al., Ma, W., et.al., Zeroudi, N. and Fontaine, M., and Shimana, K., et. 

al. show that material removal rate, surface roughness, and dimension error of a material are affected 

by interpolation type, tool holder type, controller of the machine, computer aided manufacturing 

software, physical and mechanical characteristics of the material, physical and mechanical 

characteristics of the tool, vibration, depth of cut, step-over, feed rate, cutting speed, and cut type [4, 

5, 6, 7, 8, 9, 10, 11]. 

Based on the research by Suteja, T.J., a model had been developed to show the influence of the 

depth of cut, feed rate, and step-over on the vertical and horizontal surface roughness, vertical length 

error, horizontal length error, and depth error of polycarbonate material in subtractive rapid 

prototyping [12, 13]. The proposed model shows that the increase of the step-over will increase the 

vertical and horizontal length errors. Second, the increase of the feed rate will decrease the vertical 

length error. Third, the increase of the depth of cut will decrease the vertical and horizontal length 

error value. Finally, the depth error will increase following the increase of all process parameters. 

In order to optimize the process parameters, the expected dimensional error values need to be 

determined. The expected values are determined based on literature review. As additive rapid 

prototyping can also be used to fabricate a product made of polycarbonate, then previous research 

that investigate the surface roughness and dimensional error of part fabricated by using additive rapid 

prototyping are reviewed. Islam, et al. investigated the dimensional accuracy and repeatability of 

parts produced by 3D printing [2]. 3D printing is chosen because it provides faster production time, 

ease of use, and affordability. However, based on their research, it is found that the dimensional 

errors of the 3D printing process can achieve 0.153 mm [2]. Ippolito, R., et. al. compared five 

methods of additive rapid prototyping [14]. According to Ippolito, R., et. al., one of the additive rapid 

prototyping processes which is Stereolithography process can achieve the average dimensional error 

until 0.08 mm [14]. This research also describes that the highest dimensional accuracy for additive 

rapid prototyping process is achieved by using Fused Deposition Modeling. The achieved 

dimensional error of this process is 0.03 mm. However, this process will generate higher surface 

roughness compared to other processes. Taft, et al. evaluated the accuracy of Stereolithography 

process by validating the accuracy of SLA skull models with a coordinate measurement device [15]. 

The research shows that the error of the process is small and acceptable for patient treatment. 

Meanwhile, Pal. et al. investigated the dimensional accuracy of several additive rapid prototyping 

processes, which are Stereolithography Apparatus, Fused Deposition Modeling, Selective Laser 

Sintering, Laminated Object Manufacturing, and 3-Dimensional Printing, in order to fabricate a 

pattern of sand and investment casting [16]. These processes are chosen because they can be used for 

fabricating tooling for intricate castings required in small numbers, with potentially shorter lead-time 

and lower cost compared to conventional machining. The result shows that the dimensional accuracy 

of the investigated processes is between 0.02 and 0.08 mm. Brajlih, et al. evaluated the speed and 

accuracy of four different additive manufacturing processes, which are Poly Jet, Stereolithography, 

Laser Sintering, and Fused Deposition Modeling [17]. Based on the result, SLA process shows the 

best accuracy results compared to others. 

The purpose of this research is particularly for investigating the subtractive rapid prototyping of a 

prosthetic product. He, Y., et al. implemented Scanning Printing Polishing Casting to fabricate a 

prosthetic product [18]. Based on their research, the fabrication method can achieve a low surface 

roughness and require low cost. However, the method requires more complex process and longer time. 

The research by Salmi, M., et al. shows that the average dimensional error of medical models made 



 

by the additive manufacturing is 0.2 mm to 0.93 mm [19]. Meanwhile, Shien, et al. investigated the 

accuracy of the injection molding of polycarbonate lenses [20]. The accuracy of the injection molding 

of the lenses is between 0.00212 mm to 0.0028 mm. Even though the injection molding can achieve 

very high accuracy, it is not suitable for small volume production of prosthetic product. Therefore, 

the aim of this research is to optimize the process parameters in subtractive rapid prototyping to 

achieve the similar dimensional error of the additive manufacturing, which is maximum of 1 mm, in 

the maximum material rate removal of polycarbonate material.  

Experimental work 

This research implements Response Surface Methodology to optimize the subtractive rapid 

prototyping process parameters. First, several mathematical models that relate the parameters and the 

responses are developed. Then, to validate the developed models, three residual tests, which are 

independence test, constant variance test, and normality test are conducted for each model. 

In this research, the shape and the dimensions of the polycarbonate material specimen fabricated 

by using the subtractive rapid prototyping process is shown in Fig. 1. The shape and the dimension of 

the specimen are determined to make the dimensional error measurement possible. The subtractive 

rapid prototyping machine used in this research is Roland MDX 40 and a carbide solid square end 

mill with 5 mm diameter is used as the cutting tool. The machine is assisted by CAM Modela Player 

4.0 software to generate the tool path. The software requires a three dimension model in STL format 

as the input to generate the tool path. In order to move the cutting tool, the software uses zigzag cut 

type.  

 
Fig. 1. The specimen (in mm). 

Roughing and finishing processes are applied in order to fabricate the specimen above. Each 

process requires different parameter values. The process parameters are determined based on the 

tools catalogue and interview with the expert. Table 1 shows the roughing parameter value of the 

subtractive rapid prototyping. For finishing process, three levels of value for depth of cut, feed rate, 

and step-over are determined. The value of each level for each parameter as shown in Table 2 is 

determined based on the machine specification, literature study, and the preliminary experiment. 

Meanwhile, the spindle and the entry speed for finishing process are 10000 rpm and 4 mm/s 

consecutively. The subtractive rapid prototyping is performed under dry operating condition. 

Table 1. Parameter value for roughing. 
Feed Rate : 12 mm/s 

Entry Speed : 4 mm/s 

Spindle Speed : 8500 rpm 

Depth of Cut : 0.37 mm 

Step-over : 1 mm 

 

Table 2. Parameter value for finishing. 
 Low Middle High 

Depth of Cut [mm] 0.1 0.235 0.37 

Feed Rate [mm/s] 12 14.5 17 

Step-over [mm] 0.3 0.65 1 



 

In this research, three assumptions are taken. First, the polycarbonate material is assumed always 

homogeneous. Second, the cutting temperature is always constant. Third, the tool wear occurs after 

performing three roughing and finishing processes.  

Two responses are investigated in this research, which are material rate removal and dimensional 

error. To calculate the material rate removal, the time needed to fabricate the specimen is measured 

by using a stopwatch. The dimensional error measurement is conducted at Industrial Metrology 

Laboratory of University of Surabaya. The dimensional error is determined based on the difference 

between the actual and the designed length of horizontal edge (parallel to the feed direction), the 

difference between the actual and the designed length of vertical edge (parallel to the step over 

direction), and the difference between the actual and the designed depth of the hole. The actual length 

and the depth are measured by using a caliper with 0.01 µm of accuracy. After the measurement 

process, the measured data is analyzed by using MINITAB release 14 software.  

Results and discussion 

The first step in implementing the response surface methodology is designing and conducting the first 

order experiment. The first experiment involves all two level factors using 2
3
 factorial design with 

additional 5 center points. The design and result of the first order experiment are shown in Table 3.  

Table 3. First order experiment results. 
Std 

Orde

r 

Run 

Order 

Feed Rate 

[mm/s] 

Step-ove

r [mm] 

Depth of 

Cut [mm] 

Hor. Length 

Error [mm] 

Ver. Length 

Error [mm] 

Depth 

Error [mm] 

MRR 

[mm3/s] 

11 1 14.50 0.65 0.235 0.05 0.57 0.00 1.221673 

13 2 14.50 0.65 0.235 0.05 0.61 -0.01 1.220947 

2 3 17.00 0.30 0.100 0.04 0.28 -0.01 0.266056 

12 4 14.50 0.65 0.235 0.03 0.67 -0.04 1.222763 

7 5 12.00 1.00 0.370 0.06 1.00 0.02 2.607133 

9 6 14.50 0.65 0.235 0.04 0.72 0.01 1.220637 

3 7 12.00 1.00 0.100 0.09 1.03 0.00 0.704914 

5 8 12.00 0.30 0.370 0.05 0.36 0.01 0.801036 

10 9 14.50 0.65 0.235 0.05 0.73 0.00 1.217333 

6 10 17.00 0.30 0.370 0.03 0.29 0.03 0.983487 

1 11 12.00 0.30 0.100 0.04 0.40 0.01 0.215947 

4 12 17.00 1.00 0.100 0.09 1.07 0.03 0.868179 

8 13 17.00 1.00 0.370 0.09 1.02 0.02 3.213400 

 

The aim of this research is to determined the feed rate, step over, and depth of cut in subtractive 

rapid prototyping to achieve the maximum material rate removal of polycarbonate material and the 

dimensional error less than or equal to 1 mm. Therefore, the mathematical models of vertical length 

error, horizontal length error, depth error, and material rate removal are developed and optimized.  

Based on the residual tests, the first order models of vertical length error, horizontal length error, 

and depth error satisfies all the assumptions and can be used as the best prediction model. However, 

based on the lack of fit test, the first order model of material removal rate is not adequate as a linear 

regression model. Therefore, the first order model of material removal rate cannot be used as the 

prediction model of material removal rate. For that reason, the second order experiment for material 

removal rate, vertical length error, horizontal length error, and depth error must be conducted. The 

central composite design is used to determine the number of the second order experiment run. The 

design and result of the second order experiment is shown in Table 4. 

 

 

 

 



 

Table 4. Second order experiment results. 

Std 

Order 

Run 

Order 

Feed 

Rate 

[mm/s] 

Step 

Over 

[mm] 

Depth of 

Cut 

[mm] 

Hor. Length 

Error 

[mm] 

Ver. Length 

Error 

[mm] 

Depth 

Error 

[mm] 

MRR 

[mm3/s] 

18 1 14.5000 0.65000 0.235000 0.04 0.69 0.01 1.33510 

19 2 14.5000 0.65000 0.235000 0.04 0.68 0.00 1.22121 

10 3 18.7045 0.65000 0.235000 0.01 0.71 0.00 1.47727 

15 4 14.5000 0.65000 0.235000 0.03 0.69 0.03 1.22204 

20 5 14.5000 0.65000 0.235000 0.03 0.68 0.02 1.22152 

13 6 14.5000 0.65000 0.007958 0.01 0.65 0.02 0.04138 

14 7 14.5000 0.65000 0.462042 0.03 0.66 0.02 2.40249 

5 8 12.0000 0.30000 0.370000 0.01 0.38 0.01 0.79896 

11 9 14.5000 0.06137 0.235000 0.04 0.19 0.08 0.11581 

8 10 17.0000 1.00000 0.370000 0.09 1.56 0.05 3.21431 

6 11 17.0000 0.30000 0.370000 0.00 0.35 0.02 0.98372 

2 12 17.0000 0.30000 0.100000 0.03 0.41 0.00 0.26597 

9 13 10.2955 0.65000 0.235000 0.05 0.76 0.01 0.97840 

7 14 12.0000 1.00000 0.370000 0.07 1.55 0.01 2.61059 

12 15 14.5000 1.23863 0.235000 0.11 0.73 0.02 2.25131 

4 16 17.0000 1.00000 0.100000 0.06 1.56 0.02 0.86892 

3 17 12.0000 1.00000 0.100000 0.09 1..54 0.02 0.70532 

16 18 14.5000 0.65000 0.235000 0.05 0.68 0.02 1.21149 

1 19 12.0000 0.30000 0.100000 0.02 0.38 0.03 0.21595 

17 20 14.5000 0.65000 0.235000 0.00 0.68 0.00 1.22183 

 

Based on the result shown in Table 4, the prediction model of material removal rate, vertical length 

error, horizontal length error, and depth error are shown in Eq. 1, Eq. 2, Eq. 3, and Eq. 4. 

 

D x S x 7.804  D x F x 0.2129  S x F x 0.0761  

D x 0.345 - S x 0.162 -F x 0.00067 - D x 2.833 - S x 0.901 - F x 0.0260 - 0.462  MRR 222




         (1)

 

 

D x S x 0.19 D x F x 0.026 -

 S x F x 0.004  D x 3.54  S x 0.035 -F x 0.0149  D x 1.43 - S x 1.11  F x 0.429 - 3.22  E 222
ver




          (2)

 

 

 D x S x 0.132  D x F x 0.0111 S x F x 0.00143 - 

D x 0.180 - S x 0.1319 F x 0.000040  D x 0.160 - S x 0.105 - F x 0.0051 - 0.113 E 222
hor




        (3)

 

 

D x S x 0.053  D x F x 0.0296 S x F x 0.00857 

 D x 0.063  S x 0.096 F x 0.000664 - D x 0.483 - S x 0.274 - F x 0.0068  0.112  E 22
2depth




         (4) 

where MRR is material rate removal [mm
3
/s], Ever is vertical length error [mm], Ehor is horizontal 

length error [mm], Edepth is depth error [mm], F is feed rate [mm/s], S is step-over [mm], and D is 

depth of cut [mm].  

The multiple response optimizer based on desirability approach is used to maximize the material 

rate removal and minimize the horizontal length and depth errors in order to achieve the value of 

vertical length error around 1 mm [21]. The result shows that the optimum condition achieved when 

the feed rate, step-over, and depth of cut are set in 12.84 mm/s, 0.73 mm, and 0.46 mm respectively. 

The maximum material removal rate achieved by implementing these parameters is 2.5 mm
3
/s. The 

vertical length error, the horizontal length error, and the depth error are 1.00 mm, 0.03 mm, and 0.006 

mm respectively.  



 

In order to verify whether the predicted equations can be used to achieve the optimum dimensional 

errors and material rate removal, a confirmation test experiment is conducted. The result of the 

confirmation test experiment is shown in Table 5. As shown in Table 5, the average maximum 

material rate removal is 2.494 mm
3
/s and the average vertical length error, the horizontal length error, 

and the depth error 0.97 mm, 0.02 mm, and 0.003 mm respectively. As, the result of the confirmation 

test experiment is similar to the result of the prediction model, then the result of the response 

optimizer can be used to estimate the optimum point for dimensional errors and material rate removal. 

Table 5. Result of confirmation test experiment. 

Feed 

Rate  

[mm/rev] 

Step 

Over  

[mm] 

Depth of 

Cut  

[mm] 

Hor. Length 

Error  

[mm] 

Ver. Length  

Error  

[mm] 

Depth  

Error  

[mm] 

MRR  

[mm
3
/s] 

12.84 0.73 0.46 0.00 0.94 0.000 2.4939 

12.84 0.73 0.46 0.03 1.00 0.015 2.4879 

12.84 0.73 0.46 0.03 0.97 0.015 2.5027 

12.84 0.73 0.46 0.03 0.98 -0.020 2.4936 

12.84 0.73 0.46 0.01 0.96 0.005 2.4936 

Conclusions 

This research implements the response surface methodology for optimizing the subtractive rapid 

prototyping parameters for polycarbonate material in order to achieve the maximum material rate 

removal of polycarbonate material and the dimensional error less than or equal to 1 mm at the same 

time. The optimized feed rate, step over, and depth of cut for the subtractive rapid prototyping are 

found to be 12.84 mm/s, 0.73 mm, and 0.46 mm respectively. By implementing these parameters, the 

achieved material removal rate is 2.494 mm
3
/s and the maximum dimensional error achieved is 0.97 

mm. 
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